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SHËNIME TEKNIKE PËR MURET MBAJTËSE :

-Klasa e betonit e përdorur për elementet betonarme të jetë C25/30 (fck=25 N/mm2).

-Çeliku i përdorur të jetë i klasës B500C ose ekuivalent me rezistencë rrjedhshmërie

fyk=500MPa (500 N/mm2).

-Xhuntimi i shufrave të bëhet të paktën 50Φ.

-Shtresa mbrojtëse për muret dhe themelin të jetë 50mm.

-Mbushja pas mureve të bëhet me material të zgjedhuar çakëll, me karakteristika të

mira fiziko-mekanike, φ=35°
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Mur b/arme, h=1m  /

Reinforced concrete wall, h=1m
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    SHENIME:

1- Muri eshte projektuar per:
- ngarkese te levizeshme ne prizmin e shkaterimit q= 1.7 t/m²
-  mbushje mbrapa tij me material shkembor me kend te ferkimit te  

mbrendshem Ø≥35°.
  - ngarkese te lejuar ne taban [σ]=2kg/cm²
2- Muri eshte parashikuar te ndertohet:

- me beton rck=300kg/cm²
- armature prej celiku feb-44k.

3- Largesia nga faqja e betonit deri tek faqja e armatures punuese
do te merret 40mm.
4- Permasat e betonit jane dhene ne centimetra(cm),te armatures se 
hekurit ne milimetra (mm).

ck=300kg/cm² m³/ml

1
0

tabela e hekurave

N3a     Note:

1- This wall is designed for the underlying condition:
  - Moving load in the failure wedge q= 1.7 t/m²
   -  internal friction angle of the backfill Ø≥35°.
  - Allowable soil pressure [ ]=2kg/cm²

2-  materials:
  - Concrete C30
  - Reinforcment steel feb-44k.
3- Concrete cover must be 40mm.
4- The Dimension of the wall is in (cm),dimension of the reinforcment steel is in (
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    SHENIME:

1- Muri eshte projektuar per:
  - ngarkese te levizeshme ne prizmin e shkaterimit q= 2.0 t/m²
   -  mbushje mbrapa tij me material shkembor me kend te ferkimit te
mbrendshem Ø≥35°.
  - ngarkese te lejuar ne taban [ ]=2kg/cm² dhe 4kg/cm²
2- Muri eshte parashikuar te ndertohet:
  - me beton rck=300kg/cm²
  - armature prej celiku feb-44k.
3- Largesia nga faqja e betonit deri tek faqja e armatures punuese
do te merret 40mm.
4- Permasat e betonit jane dhene ne centimetra(cm),te armatures se
hekurit ne centimetra (cm).
5- Detaji i fiksimit te parapetit metalik jepet me projekt te vecante.

    Note:

1- This wall is designed for the underlying condition:
  - Moving load in the failure wedge q= 2.0 t/m²
   -  internal friction angle of the backfill Ø≥35°.
  - Allowable soil pressure [ ]=2kg/cm²
2-  materials:
  - Concrete C30
  - Reinforcment steel feb-44k.
3- Concrete cover must be 40mm.
4- The Dimension of the wall and of the reinforcment steel are in (cm)
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Retaining Wall dimension and reinforcment

Wall height 3m and 4m /

Dimensionet dhe Armimet e Mureve Mbajtes B/A

Mur 3m dhe 4m

“Studim Projektim - Zgjerimi i segmentit rrugor
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“Design Study of road segment exit

Elbasan-Prrenjas-Qafe Thane” (Phase II)
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    SHENIME:

1- Muri eshte projektuar per:
  - ngarkese te levizeshme ne prizmin e shkaterimit q= 2.0 t/m²
   -  mbushje mbrapa tij me material shkembor me kend te ferkimit te
mbrendshem Ø≥35°.
  - ngarkese te lejuar ne taban [ ]=2kg/cm² dhe 4kg/cm²
2- Muri eshte parashikuar te ndertohet:
  - me beton rck=300kg/cm²
  - armature prej celiku feb-44k.
3- Largesia nga faqja e betonit deri tek faqja e armatures punuese
do te merret 40mm.
4- Permasat e betonit jane dhene ne centimetra(cm),te armatures se
hekurit ne centimetra (cm).
5- Detaji i fiksimit te parapetit metalik jepet me projekt te vecante.
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    Note:

1- This wall is designed for the underlying condition:
  - Moving load in the failure wedge q= 2.0 t/m²
   -  internal friction angle of the backfill Ø≥35°.
  - Allowable soil pressure [ ]=2kg/cm²
2-  materials:
  - Concrete C30
  - Reinforcment steel feb-44k.
3- Concrete cover must be 40mm.
4- The Dimension of the wall and of the reinforcment steel are in (cm)

Argjile e ngjeshur

Compacted Clay

Beton C30

Concrete C30

15 cm Beton C12/15

15 cm Concrete C12/15

15 cm cakell

15 cm crushed stone
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Zhavor

Gravel

tub d=100mm per kullim cdo 2m²/
d=100mm drainage pipe every 2m²

tub drenazhi ø150mm+gjeotekstil perreth tubit/
drainage pipe ø150mm+geotextile around pipe

Dimensionimi murit (prerje)
Wall dimension (elevation)

Armimi murit
Wall reinforcment
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Retaining Wall dimension and reinforcment

Wall height 5m /

Dimensionet dhe Armimet e Mureve Mbajtes B/A

Mur 5m
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    SHENIME:

1- Muri eshte projektuar per:
  - ngarkese te levizeshme ne prizmin e shkaterimit q= 2.0 t/m²
   -  mbushje mbrapa tij me material shkembor me kend te ferkimit te
mbrendshem Ø≥35°.
  - ngarkese te lejuar ne taban [ ]=2kg/cm² dhe 4kg/cm²
2- Muri eshte parashikuar te ndertohet:
  - me beton rck=300kg/cm²
  - armature prej celiku feb-44k.
3- Largesia nga faqja e betonit deri tek faqja e armatures punuese
do te merret 40mm.
4- Permasat e betonit jane dhene ne centimetra(cm),te armatures se
hekurit ne centimetra (cm).
5- Detaji i fiksimit te parapetit metalik jepet me projekt te vecante.
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    Note:

1- This wall is designed for the underlying condition:
  - Moving load in the failure wedge q= 2.0 t/m²
   -  internal friction angle of the backfill Ø≥35°.
  - Allowable soil pressure [ ]=2kg/cm²
2-  materials:
  - Concrete C30
  - Reinforcment steel feb-44k.
3- Concrete cover must be 40mm.
4- The Dimension of the wall and of the reinforcment steel are in (cm)

Argjile e ngjeshur

Compacted ClayBeton C30

Concrete C30

15 cm Beton C12/15

15 cm Concrete C12/15

15 cm cakell
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Gravel

tub d=100mm per kullim cdo 2m²/
d=100mm drainage pipe every 2m²

tub drenazhi ø150mm+gjeotekstil perreth tubit/
drainage pipe ø150mm+geotextile around pipe

Dimensionimi murit (prerje)
Wall dimension (elevation)

Armimi murit
Wall reinforcment
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Material mbushes kompakt 
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pritese/Reception

surface (1:1.5)

LIDHJA E ELEMENTEVE TE ULLUQEVE

Element te ulluqeve te drenazhimit

Element te ulluqeve C20/25

Rut elements C20/25

Element te ulluqeve/Rut elements
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SEKSIONI/SECTION
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Pozicioni i Guardrailit

Guardrail Position

ELEMENTI HYRES

ENTERING ELEMENT

Material mbushes kompkt

Compact filling material

Detaj ulluku/Rut detail

Ulluk kullimi cdo 25m/

Drainage rut every 25m
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Geomembrane

Barriere
New Jersey
h=1.15m

Shtrese vegjetale 20cm + veshje bari
Vegetal soil 20cm + grass layer

Tub Drenazhi Ø150 per kullimin terthor te rruges,cdo 1m ne zonat e mbilartesuara

Drainage pipe Ø150 for lateral road drainage, every 1m in superelevated areas

Beton/Concrete C12/15
t=18cm
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Clay fill

Reflektore cdo 30m
Reflector every 30m 11
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 Detaji i ankorimit/Anchor detail

Bira/Hole 2Ø30

Bulona/Bolts 2Ø28
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Armimi/Reinforcement
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SHËNIME TEKNIKE PËR NEW JERSEY :

-Klasa e betonit e përdorur për elementet betonarme të jetë C25/30 (fck=25 N/mm

2

).

-Çeliku i përdorur të jetë i klasës B500C ose ekuivalent me rezistencë rrjedhshmërie fyk=500MPa

(500 N/mm

2

).

-Shtresa mbrojtëse të jetë 50mm.

TECHNICAL NOTES FOR NEW JERSEY:

- The grade of concrete used for reinforced concrete elements should be C25/30 (fck=25 N/mm2/).

- The steel used must be of class B500C or equivalent with yield strength fyk=500MPa (500 N/mm2/).

- The protective layer should be 50 mm.

1:20
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SHENJA LAJMERUESE/WARNING SIGNS

 VIZIM AKSI/AXIS MARKING

VIZIMET ANESORE/LATERAL MARKING

TIPET E VIZIMIT/MARKING TYPES

Simboli: e bardhe reflektuese  90cm

SHENIM/NOTE:

Shenim : Vijezim termoplastic
Note : Thermoplastic marking

16

2
5

32
50

m
i
n
 
2
2
0
0 Min 50 mm Ø

L=3200 mm

Beton/Concrete

Shënim/Note:
Shtylla e çelikut duhet të jetë e galvanizuar

sipas kërkesave të AASHTO M 111.
Sign table pole must be of galvanized steel

according to AASHTO M 111

Vendosja e Tabelave te Kombinuara ne Rruge
Sh 1:50

Min. 50 mm Dia
Gjatësia  275 cm

Bordura e rrugës ose fillimi i shpatullës
Road curb

7
0

1
0

1
5
0

75

a=90

Lajmerim per nderprerje nga rruge dytesore, kthesat e kurbezuara,femijet, kembesoret dhe per ndalje/dhenie rruge.

Notification for interruptions from secondary roads, curved turns, children, pedestrians and for stopping/giving way.

Shenjat per kufirin e shpejtesise dhe ndalim parakalimin

Trekendeshi: e kuqe reflektuese

Triangle: reflective red

Sfondi: i zi

Background: Black

Simboli: e bardhe reflektuese  90cm

Symbol: reflective white 90cm

SHENJA NDALUESE / PROHIBITIVE SIGN

Signs for speed limit and stop overtaking

Rrethi : e kuqe reflektuese

Circle: reflective red

Shenja :e zeze reflektuese 60 cm

The sign: the reflective black 60 cm

Shenjat rrugore per nga forma, madhesia, ngjyra reflektiviteti duhet te jene sipas Kodit

Rrugor te Republikes se Shqiperise Materiali prapareflektiv duhet te kete jetegjatesi

10vjet per Clasin 2.  Simboli brenda shenjes rrugore duhet te jete i realizuar me boje te

trajtuar me pjekje e cila nuk humbet treguesit prapareflektiv  Shenja rrugore realizohet me

llamarine çeliku e cila lyhet me boje opake kundra korozionit dhe trajtohet me pjekje.

Road signs, by shape, size, color, reflectivity should be according to the Road Code of

the Republic of Albania Reflectiv material should have durability 10 years for Class 2.

The symbol inside the road mark should be realized with baking handle paint which does

not lose the reflection The road sign is realized with steel sheet painted with opaque ink

against corrosion and treated with baking.

SHENIM: Cilesia e tabelave, montimi i tyre, vizimi etj, duhet te jene ne perputhje me ARDM-6, Rregulloren e Kodit Rrugor dhe Manualet ne Fuqi.

NOTE: The quality of the signs, their assembly, marking, etc., must be in accordance with ARDM-6, the Traffic Code Regulation and the Manuals

in force.
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XXXXXXXX

Ø60mm

SH30

Ø60mm

XXXXXX

SH30 40cm

50

6
0

50

60x60

135

90

Bridge

SHENJA VENDTREGUESE/PLACE SIGN

60cm

60cm
Shenja : e bardhe reflektuese

Sfondi: blu reflektuese Kl 2

90x90

(60x60)

360x90

(240x60)

INFORMATION /INDICATIVE SIGN

Anet & Shigjetat: E bardhe reflektuese

Sfondi: blu reflektuese Kl 2

SHENJA DETYRUESE

Edge & arrow: white reflective

Background: blue reflective Cl 2

SHENJA PLOTESUESE

&  DY DREJTIME

Sfondi: e zeze

Shenja : e bardhe reflektuese

SHENJA E KTHESES NE NJE DREJTIM

COMPLEMENTARY  SIGN

&  TWO DIRECTION

CHEVRON SIGNS ONE DIRECTION

Background: black

Sign : white reflective

Shenja : e bardhe reflektuese

Sfondi: blu reflektuese Kl 2

SHENJA TE DREJTIMIT

/DIRECTION SIGN

SIGN: white reflective

Background: blue reflective Cl 2

SHENIM: Cilesia e tabelave, montimi i tyre, vizimi etj, duhet te jene ne perputhje me ARDM-6, Rregulloren e Kodit Rrugor dhe Manualet ne Fuqi.

NOTE: The quality of the signs, their assembly, marking, etc., must be in accordance with ARDM-6, the Traffic Code Regulation and the Manuals

in force.
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Classe H3 Bordo Ponte - Barriera 3 onde per manufatto W5

215/2131/CPR/2014

Class H3 Bridge side - 3-waves guardrail for bridge W5

Aufh altestufe H3 für Kunstbauten - 3-welliges Rückhaltesystem W5

Classe H3 Bord pont - Glissière 3 crosses simple pour pont W5

Clase H3 Borde de puente - Barrera de triple onda simple para base puente W5

Caratteristiche Characteristics, Eigenschaften, Caractéristiques, Características

Altezza fuori terra Height above ground level, Höhe über Grundboden, Hauteur hors sol, Altura sobre el suelo

1420 ± 10 mm

Profondità d’infi ssione Depth of penetration, Rammtiefe, Profondeur de piling du poteau, Longitud hincada

-

Ingombro trasversale Overall width, Gesamtbreite, Grosseur hors tout, Anchura total

547 mm

Interasse pali Post spacing, Steherabstand, Distance entre poteaux, Distancia entre postes

2250 mm

Rapporti di prova Crash test reports, Testberichte, Comptes rendus d’essais, Relaciones de pruebas

Test n.

Facility

Test

Type

Barrier

length m

Mass

kg

Speed

km/h

ASI

max 1.4

THIV max

33 km/h

D

m

Vi

m

W

m

PROVA 880 Aisico TB61 Laterale 20°
85,5

16.000 80
1,4 1,8 1,7=W5

PROVA 879 Aisico TB11 Laterale 20°
85,5

900 100
1,3=B

25
0,4 0,5=W1

547
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10
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9
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2
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0
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8 8
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8 8
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1

74   Marcegaglia
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8
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4

4

12

2

12

13

11

5

9

3

10

11

6

12

11

9

1

5

3

1

9

9

4

7 10

7 10

7 10

6

8

1

13

10

11

Componenti Components, Bauteile, Composants, Elementos

Descrizione

Description

Materiale

Material

Codice

Code

12Morsetto per fune Cable clamp, Schraubklemme für Stahlseil, Serre-câble, Grapa para cable
Ø12 mm 59600645

13

Bullone completo Bolt with nut and washer, Schraube komplett,

Boulon complet, Tornillo completo con tuerca y arandela

M16x35 mm Classe 8.863800059

11 M16x160 mm Classe 8.863800417

10 M16x50 mm Classe 8.863800014

9 M16x30 mm Classe 8.863800012

8

Tirafondo + dadi + 1 rondella Anchor bolt + nuts + 1 washer, Verbundklebeankerschraube + Mütter

+ 1 Unterlegscheibe, Tire-fond + écrous + 1 rondelle, Varilla Roscada + tuercas + 1 arandela

M20x280 mm Classe 8.863800445

7
Piastrina copriasola Slot covering plate, Lochabdeckplatte, Plaque de couverture fente, Placa cubre-ranura

100x40x4 mm S 275 JR 59600127

6

Fune Wire rope, Seil, Câble, Cable
Ø12 L=6000 mm 59600641

5

Collegamento trave “U” U-profi le for beam connection, U-Profi l Für Geländerverbindung,

Pièce de raccordement à “U”, Perfi l de conexión “U”

134x120 L=396 S 355 JR 59603135

4

Distanziatore romboidale Rhomboidal spacer, Rhomboidisch. Abstandhalter,

Entretoise en losange, Separador romboidal

Th=5 S 235 JR 59601255

3

Trave superiore Upper T-beam, Geländerträger, Poutre supérieure, Viga superior

L=4490 Sv=450 mm S 355 JR 59603133

2

Palo in tubo con piastra Rectangular tube post with base plate, Vierkantrohrsteher mit Grundplatte,

Poteau tubulaire avec plaque, Poste de tubo con placa

120x80 Th=5 H=1420 mm S 275 JR 59603131

1
Fascia 3 onde 3-waves beam, 3-wellige Leitschiene, Glissière 3 crosses, Banda triple onda

L=4816 (2250x2) Th=2,5 mm

S 235 JR 59300005

Marcegaglia   75
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TREGUES PERPLASJE/IMPACT SIGN,

BIDON PLASTIK/PLASTIC CAN

MBUSHUR ME UJE/FILLED WITH WATER D=100cm H=114cm
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Shirita me boje bikomponente(Sprajt) +

Perlina 5kg/m2

Strips with two-component paint (Sprayt) +

Perlina 5kg/m2
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0.3
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0.1 0.1 0.1
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Shirita me boje bikomponente (past) + Perlina

5kg/m2, t=5mm

Strips with two-component paint (Sprayt) +

Perlina 5kg/m2

Shirita me boje bikomponente (sprajt) +

Perlina 5kg/m2

Strips with two-component paint (Sprayt) +
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Shirita me boje bikomponente(Past) + Perlina
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Strips with two-component paint (Sprayt) +
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Aksi i Rruges/Road Axis

Skaji i Korsise/Lane end

Ngaldalsues shpejtesie me forme shiritash, me efekt degjimi

Speed limiter in the form of strips, with a warning effect
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SHËNIME TEKNIKE PËR MURET MBAJTËSE :

-Klasa e betonit e përdorur për elementet betonarme të jetë C25/30 (fck=25 N/mm2).

-Çeliku i përdorur të jetë i klasës B500C ose ekuivalent me rezistencë rrjedhshmërie

fyk=500MPa (500 N/mm2).

-Xhuntimi i shufrave të bëhet të paktën 50Φ.

-Shtresa mbrojtëse për muret dhe themelin të jetë 50mm.

-Nën themelin e murit të vendoset shtresë e varfër betoni me trashësi 10cm dhe

me klasë C12/15.

-Mbushja pas mureve të bëhet me material të zgjedhuar çakëll, me karakteristika të

mira

 fiziko-mekanike, φ=35°
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mur tip
h=1 m
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Mur b/arme, h=1m  /

Reinforced concrete wall, h=1m
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