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Profil Tip/Typical section 23
Shk./sc. 1:150

Korsi/Lane Korsi/Lane Korsi/Lane Korsi/Lane

Vija e Germimit/
Excavation Line

1.25 0.50 3.751.250.503.75 3.75
9.75 13.00

2.50
25.25

Binder/Binder 6 cm
Asfalto-beton/Wearing Course 4 cm

Konglomerat/Conglomerate 12 cm

Cakell/Subbase2x3o cm (0-60mm)
Stabilizant/Base 20 cm (0-32.5mm)

Mbushje me material te pershtatshem,ngjeshje cdo 20 cm/
Fill with excavation material,compression every 20 cm

m
= 2:1

Mur Mbajtes Beton Arme C20/30/
Rainforced concrete retaining wall
C20/30

Drenazh Gjatesor, tub Ф 100/
Draniage Pipe Ф 100

5%

Mbushje me material te pershtatshem
Fill with excavation material

Guardrail H2W3

m=2:3
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Drenazh Gjatesor, tub Ф 150 me vrima/
Longditudinal Draniage Pipe Ф 150
with holes

m= 1:1

Concrete Layer /
Shtrese Betoni C12/15

t=15cm
Shtrese Cakelli t=20cm
/ Subbase Layer t=15cm

kanal dheu /
natural channel
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Vija e Tokes/Ground Level

Tub D=100mm flex per fibra optike/
D=100mm pipe for optical fiber

New Jersey
H=1.15m Guardrail H2W3

Tub 2xD=100mm flex per Linja Rezerve/
2xD=100mm pipe for optical fiber
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Profil Tip/Typical section 24
Shk./sc. 1:150

Korsi/Lane Korsi/Lane Korsi/Lane Korsi/Lane

Vija e Germimit/
Excavation Line

1.25 0.50 3.751.250.503.75 3.75

13.00 13.00

2.50
28.50

Binder/Binder 6 cm
Asfalto-beton/Wearing Course 4 cm

Konglomerat/Conglomerate 12 cm

Cakell/Subbase2x3o cm (0-60mm)
Stabilizant/Base 20 cm (0-32.5mm)

Mbushje me material te pershtatshem,ngjeshje cdo 20 cm/
Fill with excavation material,compression every 20 cm

m
= 2:1

Mur Mbajtes Beton Arme C20/30/
Rainforced concrete retaining wall
C20/30

Drenazh Gjatesor, tub Ф 100/
Draniage Pipe Ф 100

5%

Mbushje me material te pershtatshem
Fill with excavation material

Guardrail H2W3

m=2:3
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Drenazh Gjatesor, tub Ф 150 me vrima/
Longditudinal Draniage Pipe Ф 150  with holes

m= 1:1

Concrete Layer / Shtrese Betoni C12/15
t=15cm

Shtrese Cakelli t=20cm /
Subbase Layer t=15cm

kanal dheu /
natural channel
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Vija e Tokes/Ground Level

Tub D=100mm flex per fibra optike/
D=100mm pipe for optical fiber

New Jersey
H=1.15m Guardrail H2W3

Tub 2xD=100mm flex per Linja Rezerve/
2xD=100mm pipe for optical fiber
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Profil Tip/Typical section 25
Shk./sc. 1:150

Korsi/Lane Korsi/Lane Korsi/Lane Korsi/Lane

Vija e Germimit/
Excavation Line

1.25 0.50 3.751.250.503.75 3.75

13.00 13.00

2.50
28.50

Binder/Binder 6 cm
Asfalto-beton/Wearing Course 4 cm

Konglomerat/Conglomerate 12 cm

Cakell/Subbase2x3o cm (0-60mm)
Stabilizant/Base 20 cm (0-32.5mm)

5%

Mbushje me material te pershtatshem
Fill with excavation material

Guardrail H2W3

m=2:3
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natural channel
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Fill with excavation material,compression every 20 cm
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Profil Tip/Typical section 26
Shk./sc. 1:150

Korsi/Lane Korsi/Lane Korsi/Lane Korsi/Lane

Binder/Binder 6 cm
Asfalto-beton/Wearing Course 4 cm

Konglomerat/Conglomerate 12 cm

Cakell/Subbase2x3o cm (0-60mm)
Stabilizant/Base 20 cm (0-32.5mm)

Mbushje me material te pershtatshem,ngjeshje cdo 20 cm/
Fill with excavation material,compression every 20 cm

Vija e Germimit/
Excavation Line
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Profil Tip/Typical section 27
Shk./sc. 1:100

Korsi/Lane Korsi/Lane Korsi/Lane Korsi/Lane

Binder/Binder 6 cm
Asfalto-beton/Wearing Course 4 cm

Konglomerat/Conglomerate 12 cm

Cakell/Subbase2x3o cm (0-60mm)
Stabilizant/Base 20 cm (0-32.5mm)

Vija e Germimit/
Excavation Line

1.250.503.753.753.500.75 1.25 0.50 3.75 3.75 1.75 0.75
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Profil Tip/Typical section 28
Shk./sc. 1:100

Korsi/Lane Korsi/Lane Korsi/Lane Korsi/Lane

Binder/Binder 6 cm
Asfalto-beton/Wearing Course 4 cm

Konglomerat/Conglomerate 12 cm

Cakell/Subbase2x3o cm (0-60mm)
Stabilizant/Base 20 cm (0-32.5mm)

Vija e Germimit/
Excavation Line

1.250.503.753.750.75 1.25 0.50 3.75 3.75 1.75 0.75
9.75 9.75

2.50

22.00

0.75 0.75

Mbushje me material te pershtatshem/
Fill with excavation material
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Mur me toke te armuar dhe fasade te gjelberuar /
Reinforced soil wall with green facade
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100mm pipe for optical fiber
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fill with excavation material
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Profil Tip/Typical section 29
Shk./sc. 1:150

Binder/Binder 6 cm
Asfalto-beton/Wearing Course 4 cm

Konglomerat/Conglomerate 12 cm

Cakell/Subbase2x3o cm (0-60mm)
Stabilizant/Base 20 cm (0-32.5mm)

Vija e Germimit/
Excavation Line

1.250.503.753.751.750.75 1.25 0.50 3.75 3.75 1.75 0.75
2.50

22.00

9.75
9.75

1.80

0.70
0.150.75

Mbushje me material te pershtatshem,ngjeshje cdo 20 cm/
Fill with excavation material,compression every 20 cm
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Mur me toke te armuar dhe fasade te gjelberuar /
Reinforced soil wall with green facade
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Guardrail H2W3

Tub 2xD=100mm flex per Linja Rezerve/
2xD=100mm pipe for optical fiber

Vija e Tokes/Ground Level

New Jersey
H=1.15m

Tub D=100mm flex per fibra optike/
D=100mm pipe for optical fiber

Mbushje me material te pershtatshem/
Fill from river bed material
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Profil Tip/Typical section 30
Shk./sc. 1:150

Korsi/Lane Korsi/Lane Korsi/Lane Korsi/Lane

Binder/Binder 6 cm
Asfalto-beton/Wearing Course 4 cm

Konglomerat/Conglomerate 12 cm

Cakell/Subbase2x3o cm (0-60mm)
Stabilizant/Base 20 cm (0-32.5mm)

Vija e Germimit/
Excavation Line

9.75

22.00

9.75
3.75 3.75

1.80
0.70

1.750.75
0.50

3.75 3.75 1.75 0.75
2.50

1.25 1.25
0.500.15

0.75

Mbushje me material te pershtatshem,ngjeshje cdo 20 cm/
Fill with excavation material,compression every 20 cm
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Typical Typical Sections
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Tub D=100mm flex per fibra optike/
D=100mm pipe for optical fiber

Mur me toke te armuar dhe fasade te gjelberuar /
Reinforced soil wall with green facade

Mur me toke te armuar dhe fasade te gjelberuar /
Reinforced soil wall with green facade
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Profil Tip/Typical section 31
Shk./sc. 1:150

Korsi/Lane Korsi/Lane Korsi/Lane Korsi/Lane

Binder/Binder 6 cm
Asfalto-beton/Wearing Course 4 cm

Konglomerat/Conglomerate 12 cm

Cakell/Subbase2x3o cm (0-60mm)
Stabilizant/Base 20 cm (0-32.5mm)

Vija e Germimit/
Excavation Line

0.75
9.75

2.50

9.75
0.75

22.00

1.75 3.75 3.75
0.50

3.75 3.75 1.75
0.50 0.150.15
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1.251.25

Mbushje me material te pershtatshem,ngjeshje cdo 20 cm/
Fill with excavation material,compression every 20 cm

Profilet TerthoreTip /
Typical Typical Sections
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Mur me toke te armuar dhe fasade te gjelberuar /
Reinforced soil wall with green facade
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Guardrail H2W3

Tub 2xD=100mm flex per Linja Rezerve/
2xD=100mm pipe for optical fiber

Vija e Tokes/Ground Level

New Jersey
H=1.15m

Tub D=100mm flex per fibra optike/
D=100mm pipe for optical fiber

Mbushje me material te pershtatshem/
fill with excavation material
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Profil Tip/Typical section 32
Shk./sc. 1:150

Korsi/Lane Korsi/Lane Korsi/Lane Korsi/Lane

Binder/Binder 6 cm
Asfalto-beton/Wearing Course 4 cm

Konglomerat/Conglomerate 12 cm

Cakell/Subbase2x3o cm (0-60mm)
Stabilizant/Base 20 cm (0-32.5mm)

Vija e Germimit/
Excavation Line

9.75

25.25

13.00
3.75 3.75

1.80
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3.500.75
0.50

3.75 3.75 1.75 0.75
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Mbushje me material te pershtatshem,ngjeshje cdo 20 cm/
Fill with excavation material,compression every 20 cm

Profilet TerthoreTip /
Typical Typical Sections
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Mur Prites Betoni/
Gravity retaining wall

Vija e Tokes/Ground LevelTub D=100mm flex per fibra optike/
D=100mm pipe for optical fiber

Mbushje me material te pershtatshem/
Fill from river bed material

New Jersey
H=1.15m

Guardrail H2W3

Tub 2xD=100mm flex per Linja Rezerve/
2xD=100mm pipe for optical fiber

Argjile e ngjeshur/
Compacted clay

Tub Drenazhi ø150mm dhe
gjeotekstil perreth tubit/
Drainage pipe ø150mm and

geotextile around the pipe
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Profil Tip/Typical section 33
Shk./sc. 1:150

Binder/Binder 6 cm
Asfalto-beton/Wearing Course 4 cm

Konglomerat/Conglomerate 12 cm

Cakell/Subbase2x3o cm (0-60mm)
Stabilizant/Base 20 cm (0-32.5mm)

Vija e Germimit/
Excavation Line
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Typical Typical Sections
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Mur Prites Betoni/
Gravity retaining wall

Vija e Tokes/Ground LevelTub D=100mm flex per fibra optike/
D=100mm pipe for optical fiber

Mbushje me material te pershtatshem/
Fill with excavation material

New Jersey
H=1.15m

Guardrail H2W3

Tub 2xD=100mm flex per Linja Rezerve/
2xD=100mm pipe for optical fiber

Argjile e ngjeshur/
Compacted clay

Tub Drenazhi ø150mm dhe
gjeotekstil perreth tubit/
Drainage pipe ø150mm and

geotextile around the pipe
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Profil Tip/Typical section 34
Shk./sc. 1:150

Binder/Binder 6 cm
Asfalto-beton/Wearing Course 4 cm

Konglomerat/Conglomerate 12 cm

Cakell/Subbase2x3o cm (0-60mm)
Stabilizant/Base 20 cm (0-32.5mm)

Vija e Germimit/
Excavation Line
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Typical Typical Sections
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H=1.15m
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Gravity retaining wall

Mbushje me material te pershtatshem/
Fill with excavation material

Mbushje me material te pershtatshem/
Fill from river bed material

Argjile e ngjeshur/
Compacted clay

Tub Drenazhi ø150mm dhe
gjeotekstil perreth tubit/
Drainage pipe ø150mm and

geotextile around the pipe
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Gravity retaining wall

tub ø100mm per drenazhim/
100mm drainage pipe
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Profil Tip/Typical section 35
Shk./sc. 1:150

Korsi/LaneKorsi/LaneKorsi/LaneKorsi/Lane

Binder/Binder 6 cm
Asfalto-beton/Wearing Course 4 cm

Konglomerat/Conglomerate 12 cm

Cakell/Subbase2x3o cm (0-60mm)
Stabilizant/Base 20 cm (0-32.5mm)

Vija e Germimit/
Excavation Line
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Tub D=100mm flex per fibra optike/
D=100mm pipe for optical fiber

Tub 2xD=100mm flex per Linja Rezerve/
2xD=100mm pipe for optical fiber
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Profil Tip/Typical section 36
Shk./sc. 1:150

Korsi/LaneKorsi/LaneKorsi/LaneKorsi/Lane

Binder/Binder 6 cm
Asfalto-beton/Wearing Course 4 cm

Konglomerat/Conglomerate 12 cm

Cakell/Subbase2x3o cm (0-60mm)
Stabilizant/Base 20 cm (0-32.5mm)

Vija e Germimit/
Excavation Line

1.25 0.50 3.75 3.75 3.50 0.751.250.503.753.750.75
13.009.75

2.50

25.25

Tub D=100mm flex per fibra optike/
D=100mm pipe for optical fiber

Tub 2xD=100mm flex per Linja Rezerve/
2xD=100mm pipe for optical fiber

1.75
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Profil Tip/Typical section 37
Shk./sc. 1:150

Korsi/Lane Korsi/Lane Korsi/Lane Korsi/Lane

Binder/Binder 6 cm
Asfalto-beton/Wearing Course 4 cm

Konglomerat/Conglomerate 12 cm

Cakell/Subbase2x3o cm (0-60mm)
Stabilizant/Base 20 cm (0-32.5mm)

Vija e Germimit/
Excavation Line

1.250.503.753.750.75 1.25 0.50 3.75 3.75 0.75
9.75 9.75
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Profil Tip/Typical section 38
Shk./sc. 1:150
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Profil Tip/Typical section 39
Shk./sc. 1:150

Binder/Binder 6 cm
Asfalto-beton/Wearing Course 4 cm

Konglomerat/Conglomerate 12 cm

Cakell/Subbase2x3o cm (0-60mm)
Stabilizant/Base 20 cm (0-32.5mm)

Mbushje me material te pershtatshem,ngjeshje cdo 20 cm/
Fill with excavation material,compression every 20 cm

Korsi/Lane Korsi/Lane Korsi/Lane Korsi/Lane

Vija e Germimit/
Excavation Line

1.751.251.253.750.75 1.25 0.50 3.75
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m= 1:1

Concrete Layer /
Shtrese Betoni C12/15

t=20cm

m
= 2:1

Shtrese Cakelli t=20cm /
Subbase Layer t=20cm

Mur Mbajtes Beton Arme C20/30/
Rainforced concrete retaining wall C20/30

Drenazh Gjatesor, tub Ф 100/
Draniage Pipe Ф 100

Drenazh Gjatesor, tub Ф 150 me vrima/
Longditudinal Draniage Pipe Ф 150  with holes
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Fill with excavation material
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Profil Tip/Typical section 40
Shk./sc. 1:150

Binder/Binder 6 cm
Asfalto-beton/Wearing Course 4 cm

Konglomerat/Conglomerate 12 cm

Cakell/Subbase2x3o cm (0-60mm)
Stabilizant/Base 20 cm (0-32.5mm)

Vija e Germimit/
Excavation Line

0.75 0.503.753.75 1.25 1.25 0.50 3.75 3.75 0.751.751.75

2.50
22.00
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H=1.15m

Mur Prites Betoni/
Gravity retaining wall

Mbushje me material te pershtatshem/
Fill from river bed material

Argjile e ngjeshur/
Compacted clay

Tub Drenazhi ø150mm dhe
gjeotekstil perreth tubit/
Drainage pipe ø150mm and

geotextile around the pipe

Tub 2xD=100mm flex per Linja Rezerve/
2xD=100mm pipe for optical fiber

Mbushje me material te pershtatshem/
Fill from bed river material

Argjile e ngjeshur/Compacted Clay

Tub Drenazhi ø150mm dhe gjeotekstil perreth tubit/
Drainage pipe ø150mm and geotextile around the pipe
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D=100mm pipe for optical fiber
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Profil Tip/Typical section 41
Shk./sc. 1:150

Korsi/Lane Korsi/Lane Korsi/Lane Korsi/Lane

Binder/Binder 6 cm
Asfalto-beton/Wearing Course 4 cm

Konglomerat/Conglomerate 12 cm

Cakell/Subbase2x3o cm (0-60mm)
Stabilizant/Base 20 cm (0-32.5mm)

Vija e Germimit/
Excavation Line

1.250.503.753.750.75 1.25 0.50 3.75 3.75 0.75
9.75 9.75

2.50

22.00

Beton C20/25 t=15cm
+ Ø8/20cm

Profilet TerthoreTip /
Typical Typical Sections

FAZA - PROJEKT ZBATIM
PHASE - DETAIL DESIGN

SHKALLA

VIZATIMI  Nr:
PAGE      No:

PROJEKTUES:

 F (41)

INVESTITORI / INVESTOR
"Autoriteti Rrugor Shqiptar"

Address: Rr. "Sami Frasheri", Nr 33, Tirane

Mob: 04 222 3600
E-mail:  info@arrsh.gov.al JV: "InfraKonsult" shpk & “HMK-Consulting” shpk

Ing./Eng. Sokol METOJA
Ing./Eng. Redi STRUGA
Ing./Eng. Orgest MËRTIKASCALE DESIGN ENGINEERS:

“Studim Projektim - Zgjerimi i segmentit rrugor
dalje Elbasan-Prrenjas-Qafe Thane”, (Faza II) /

“Design Study of road segment exit
Elbasan-Prrenjas-Qafe Thane” (Phase II) Data: Mars 2023

Date: March 20231:150



V
ij
ez

im
 T

er
m
op

la
st

ik
 2

5
cm

V
ij
ez

im
  
T
er

m
op

la
st

ik
 1
5
cm

V
ij
ez

im
 T

er
m
op

la
st

ik
 2

5
cm

A
ks

i 
i 
rr

ug
es

V
ij
ez

im
 T

er
m
op

la
st

ik
 2

5
cm

V
ij
ez

im
 T

er
m
op

la
st

ik
 2

5
cm

V
ij
ez

im
 T

er
m
op

la
st

ik
 1
5
cm

Korsi/Lane Korsi/Lane Korsi/LaneKorsi/Lane

Km 10+340

10%i max=7.0%i max=7.0%
5%9.75 9.75

0.15

Mur Prites Betoni/
Gravity retaining wall

Vija e Tokes/Ground Level

Tub D=100mm flex per fibra optike/
D=100mm pipe for optical fiber

Mbushje me material te pershtatshem/
Fill with excavation material

New Jersey
H=1.15m

Guardrail H2W3
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Compacted clay
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Drainage pipe ø150mm and
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Profil Tip/Typical section 42
Shk./sc. 1:150

Binder/Binder 6 cm
Asfalto-beton/Wearing Course 4 cm

Konglomerat/Conglomerate 12 cm

Cakell/Subbase2x3o cm (0-60mm)
Stabilizant/Base 20 cm (0-32.5mm)

Vija e Germimit/
Excavation Line

0.75

3.750.004.94 0.50 2.50
0.00
0.50 7.50 0.754.940.56
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m=2:1

Beton C20/25 t=15cm
+ Ø8/20cm

10%
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