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1. Hyrje

Ky raport permban projektimin e nje rezervuari uji 500m3. Raporti ka te beje me
verifikimet sipas metodes gjysme-probabilistike te Gjendjeve Kufitare (S.L.). Te gjithe
analizat strukturore dhe verifikimet jane kryer ne perputhje me Eurokodet.

Rezervuari eshte pjeserisht | zhytur ne toke dhe eshte i ndare ne nje depo uji dhe nje
dhome kontrolli.

Rezervuari eshte nje strukture b/arme e perbere nga nje dysheme me trashesi 30cm,
mure me trashesi 30cm, solete me trashesi 25cm si edhe 3 kollona 30x30cm.

1260

SHE SH PUSHIM METALIK

L
3001
|
Rre) .
=] T
k= i"’
i
|
i
|
|
o o [= | o ©
8 B g |'| 8 =
B - | -
|
|

KAPAK I LEVIZHSHEM G0XE0 on

M54 A

M5

PORTE DURALUMIN (120X200)cm

T
-

415 400 415

1260

FE—
=

Planimetria



InfraKonsult

Address: Rr. "Qemal Stafa”, P 25, Shk 4, Ap 4
Mob:+355 (0)68 90 10 844 / +355 (0)69 40 17 013
E-mail:infrakonsult@yahoo.com

InfFraKonsult
konsulence inxhinierike

5 om mbulese Granili (0/45)i bard he
2 om Llac cimenta
Hidroizolues {dy shresa)

| wneu AES. LT
L

GROPE DREMMIL

Prerje terthore

2. Standartet e Projektimit

Ndertimi i struktures do te zhvillohet ne perputhje me standardet aktuale evropiane
teknike, te cilat jane te perbere nga Eurocodes. Eurocodet kryesore perbehen nga tete
dokumente te caktuara per ndertimin. Cdo Eurokod, perve¢ EN 1990, eshte e ndare ne
pjese te vecanta ge mbulojne aspekte te ndryshme. Eurokodet per betonin e armuar
perfshihen ne Pjesen e 2-te. Procesi i projektimit eshte bere duke ju referuar EN 1990
per projektimin e pergjithshem, per forcat vepruese EN 1991, EN 1992 per projektimin
strukturor, EN 1997 per aspektet gjeoteknike dhe EN 1998 per projektimin antisizmik.

Mgs Shqiperia nuk ka Anekse Kombetare, vlerat e te gjithe parametrave te cilat jane
lene ne Eurokod per zgjedhje te lire nga shtete, e njohur si Parametra te Percaktuar ne
Shkalle Kombetare, jane marre nga Anekset Kombetare Italiane.

3. Materialet

- Betoni
Klasa C25/30
Rck = 30.00 N/mm2
fck = 25.00 N/mm2
yM= 15 -
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fcd= 16.6 N/mm2

- Armatura e zakonshme
Klasa B450C (FeB44k)
fyk = 450 N/mm2
fyd = 391.3 N/mm2
yM =1.15

Shtresa mbrojtese per dyshemene dhe per muret do te jete t=4cm.

Shtresa mbrojtese per kollonen dhe soleten do te jete t=3cm.

4. Modelet e analizes strukturore

Per llogaritjen e forcave te brendshme te struktures eshte perdorur nje model tre
dimensional me elemente te fundem, i zhvilluar me ndihmen e programit kompjuterik
CSI SAP2000.

Modeli i analizes strukturale perbehet nga kollona, te modeluar si frame, dysheme,
mure dhe soleta te modeluara si shell.

Ne modelin e analizes strukturore X perfageson drejtimin sipas akseve 1, 2, 3 dhe 4,
dhe Y perfageson drejtimin sipas akseve A, B, C dhe D, si edhe Z eshte drejtimi
vertikal.
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5. Ngarkesat

Veprimet te cilat jane marre ne konsiderate per te percaktuar forcat e projektimit jané:

pesha vetiake, ngarkesat e perhershme jo-strukturore e shtresave te soletés, ngarkesa

e shfrytézimit dhe presioni anésor i dheut, presioni i ujit, ngarkesa e déborés dhe

veprimi sizmik.

Kombinimet e ngarkesés qé do té konsiderohen jane ne perputhje me Eurokodet.
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(e
The Conerete Centre

For each critical load case design values of the effects of actions are
determined by combining the effects of actions that are considered to
act simultaneously

Combination of Actions

Either
E9%,70k; + Yo Qs + EYo,i"Wo,i-Qu i Exp. (6.10)
Or (for STR and GEO) the more adverse of
6,70k * Yo Wo,r Qi ZoiWo,i Qs Exp. (6.10 )
or
ZE Y G+ Yo Qs + ¥, iWo,i Qe i Exp. (6.10 b)
Design values of actions, ultimate limit state - persistent and transient design
situations (Table A1.2(B) Eurocode)
Comb’tion | Permanent actions Leading | Accompanying variable
expression variable | actions
reference  ['ynfavourable | Favourable | 2ction Main(if any) | Others
Eqn (6.10) | ¥o;eup Cijsup | Yoiint Chjint | Y1 Qe Yoi Yoi Qs
Eqn (6.10@) | ¥ apCkjmp | Yoiint Ckiint Yo, %o, Qs | Yoi Woi Qs
Eqn (6.10b) | & Vo ; cgGujsup | Yoiint Cxiint | Yo Qi Yoi Woi Qs

Design values of actions, ultimate limit state - persistent and transient
design situations (Table A1.2(B) Eurocode)

Comb’tion | Permanent actions Leading | Accompanying variable
expression variable | actions

reference | ynfavourable |Favourable |2€HON | Main(if any) | Others

Eqn (6.10) |1.35G, 1.0 G, 1.5 Qy, 1.9 W, Q;
Eqn (6.10a) | 1.35 G, 1.0 G, 1.5, Q, (1.5%¥,,0Q,;
Eqn (6.10b) | 0.925x1.35G, | 1.0 G, 1.5Q,, 1.5, Q,,

Provided:
1. Permanent actions < 4.5 x variable actions
2. Excludes storage loads

For buildings Exp (6.10) is usually used: 1.35 G_ + 1.5 Q,

But Exp (6.10b) could be used and for one variable action: 1.25 G, + 1.5 Q,
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6. Rezultatet e llogaritjes

Nga program Sap2000 nxjerrim diagramat e forcave te brendshme te struktures te cilat

jane perdorur ne llogaritien e armimit te elementeve te rezervuarit:
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iy rea Element for detaled diagram

MIN=247.371, MAX=263.417, Fight Clck on a
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_[:1 Resultant M11 Diagram (DCONZ) - X

Diagrama e momenteve M11
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X SAP2000 12020 Utimate -bit - Depo 500m3
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Resultant M22 Diagram (DCON2)
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X SAP2000 12020 Utimate -bit - Depo 500m3

Rar4 X

T Resuant Vi3 Dingram (DCONZ)
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Resultant V13 Diagram (DCON2)

any frea Blement for detaled diagram

MIN=43.73. MAX=436 069, Right Click on

[ Resultant V13 Diagram (DCON2)

Diagrama e forces prerese V12
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X SAP2000 12020 Utimate -bit - Depo 500m3

Rar4 X

T Resultant V23 Dingram (DCONZ)

b2 k1%

=)

%5 3d xy xz yz nv

QAQRQAQ W

O]

| 5 |closaL

Resultant V23 Diagram (DCON2)

iy rea Element for detaled diagram

MIN=524 525, MAX=415 914, Fight Clck on a

esultant V23 Diagram. (DCON2)

Diagrama e forces prerese V23
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